ADDENDUM #1 Newington high School Code Compliance Alteration
February 07, 2013 Newington Connecticut
Pagelof1l State Project #094-0099CV Phase 2 of 2

ATTENTION ALL BIDDERS:

The following changes are hereby made to the Contract Bidding Documents for this project:
GENERAL CLARIFICATIONS:

None

EQUAL OR SUBSTITUTIONS:

None

SPECIFICATIONS:

Section 09 70 00 2.01 A:
REPLACE WITH THE FOLLOWING:

2.01 MATERIALS (Up to 2 different colors will be selected)
A. Carpet: based on Tandus Flooring “Crayon #01957”

Construction: Level Loop
Dynex SD-Nylon/Dynex —Nylon 60% solution Dyed / 40% Yarn Dyed
Dye Method: Solution Dyed/Yarn Dyed
Gauge: 1/13
Stitches per Inch: 8.5
Face Weight: 18 0z
Pile Height: 0.117”
Backing: Powerbond Cushion, closed cell, 35.5 oz/sq yd
width: 6’ roll
Pattern scale/type: small/texture
Surface Flammability: Passes CPSC FF 1-70 (ASTM D-2859)
Floor radiant Panel: Class 1- (mean average CRF: 0.45 w/sgq cm or higher) (ASTM E-648
Smoke Generation: less than 450 (ASTM E-662)
Electrostatic Propensity: 2.0kV (AATCC 134); Permanent Conductive Fiber
Antimicrobial Chemicals: No antimicrobials (ASTM E-2471-05)
Warranties: 25 year non-prorated Limited Warranty against surface wear, static,
delimitation, edge ravel, zippering & backing resiliency loss.

DRAWINGS:

None



